.079"(2.00mm) pitch Wire to Board Housing CHD

CH204 SPECIAL TYPE Series (4% #.4&)
* Poles: 06~50
* Materia:NYLON 66UL94-V2 BLACK

* Suitable CT204 series terminal P/N : CH204C1-2xXX(E & &)
* Mates with CW2008 series wafer
Specifications
* Current rating: 1A AC, DC (NO. OF CONTACTS—1)X2.0 inches
* Voltage rating: 250V AC, DC mm
* Temperature range: -25°C~+85°C -%73
* Insulation resistance: 1,000M Q min. ’
* Withstand voltage: 800V AC/minute ===
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079"(2.00mm) pitch crimp terminal
CT204AG, CT204LG Series
* Material:Phos bronze Polarizing Plu
* Finished:Gold-plated/Gold flash gHlug
* Used in CH204,CH204C1,CH205 series housings oo
* Mating Specification: CT204AG: 2P~20P(2X2P~2X10P) 8|3 935
CT204LG: 21P~40P(2X11P~2X40P) ol
* Wire range: AWGH#26~#30 Si --h 3
* Insulation O.D:1.35mm(max) | =
* Thickness:0.2mm inches ! .13358
* Q'TY:10,000pcs/reel mm ‘

P/N : CK201X
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e TEL:886-2-22839012 e FAX:886-2-22881063 ® E-mail:chs.connect@msa.hinet.net



